




Multiple sensors to guard against harm
Up to 50 sensors, including motion detectors, 
door/window contacts and environmental sensors, 
can be installed in 50 zones to prevent damaging 
incidents such as burglary, intrusion, fires, leaks or 
floods.  
 

 

World-Leading 2-Km RF Range and Superb Reliability

Select the Vesta Home App or the Vesta EZ Home 
App to control your security system
Your security system can be connected to the Climax 
Home Portal Server via the Vesta Home App. The 
Server provides convenient service for you to 
configure system settings on a web-based browser or 
a smartphone and receive event notifications via SMS 
messages or emails. You can also choose the 
simpler Vesta EZ Home App to manage your security 
system. With one of these apps you can perform the 
following functions on your smartphone:
- Controlling who can configure the system
- Managing your devices
- Setting reporting rules
- Programming security rules
 

Two-way voice feature
The two-way voice feature allows monitoring personnel to talk to you directly to know what is happening 
in your house and determine how to best respond to the situation. 
 

Voice reporting
You can record voice message totaling 30 seconds for event reporting. When an event happens at 
home, you will receive a recorded voice message on your phone which notifies you of the event.  

Easy programming and firmware updates 
You have options of web, app or SMS programming. Remote firmware updates ensure easy 
maintenance and feature enhancements. 

 

Optional Tag reading feature and keypad designs   
MH series offers optional choices for different needs.
MHT series contains tag reading feature to radically
simplify the operation of security systems. With the
convenient tag reading design you can disarm the
security system by simply swiping a proximity tag or
NFC tag near the panel. Two elegant designs of
touch-screen and rubber keypad styles are available
for choice.

 

The MH system is one of the F1 Security@2km Series’ control panels delivering record-breaking 2-km 
communication range and superb reliability. Its extensive RF coverage allows the installer to set up the 
alarm system on large or complicated premises with great flexibility. 



 
Features: 
  
  • 50 wireless zones to support 50 RF devices 

  • Alarm event reporting: 

  • Recordable voice reporting messages of 30 seconds 

  
 
  

  

  

  

  

Specifications:

   • GSM quad band: 900/1800/850/1900MHz (MH-3 and MH-8 only)
      3G frequency bands: 2100/1900/1800/1700/850/800/2600/900MHz (MH-3 and MH-8 only)

   • Power supply: 12V 2A switching power

   • Backup batteries: Ni-MH rechargeable battery x 6

   • Battery backup time: 14 hrs

   • Alarm output: 95dB @ 1M

   • Available frequencies:  433 MHz/868 MHz (other frequencies available upon request)

   • Radio frequency ranges: 433 MHz/868 MHz: Over 2 km in open space
  
   • Operating temperature: -10°C to +45°C

   • Operating humidity: Up to 85% non-condensing

   • Dimensions: 270mm x 190mm x 38mm 

  
 

MH Series 

Alarm Reporting Type MH(T)-1(B/TP) MH(T)-2(B/TP) MH(T)-3(B/TP) MH(T)-6(B/TP) MH(T)-8(B/TP) 

DTMF CID Reporting -  PSTN GSM or 3G PSTN GSM or 3G 

Modified CID/ SIA 

Reporting over TCP/IP 
Ethernet -  GPRS Ethernet Ethernet or GPRS 

SMS Alarm Reporting -  -  GSM or 3G -  GSM or 3G 

  • The two-way voice feature allows monitoring personnel to talk to you to know what is happening on your side 
(MH(T)-2(B/TP), MH(T)-3(B/TP), MH(T)-6(B/TP) and MH(T)-8(B/TP) only).

  • Web, app or SMS programming
 
  • Three-level access programming for the user, the installer and the technician   

  • Firmware updates ensure easy maintenance and feature enhancements.

  • Compatible with the Vesta Home App (connected to the Climax Home Portal Server) or Vesta EZ Home App  

  • 1 x DC 12V siren output 

  • 2 x PGM outputs for electrical appliance connections

  • Built-in siren

  • Touch-screen and rubber keypad design; optional tag reading feature 

  • Comply with EN50131

  • World-leading 2-km communication range and superb reliability

  • Compatible with the F1 Series of accessories featuring long RF range



MH Series Ordering Information
Protecting your loved ones 

 

Model No.    Description                                       Optional Functions

MH-1B                IP, Rubber Keypad

MH-3B                GSM or 3G + GPRS, Rubber Keypad       

MH-6B                PSTN + IP, Rubber Keypad      

MH-8B                GSM or 3G + GPRS + IP, Rubber Keypad               

                                        

 

MH-1B/ 2B/ 3B/ 6B/ 8B (Rubber Keypad Control Panel) 

Model No.     Description                                       Optional Functions
                                        

MH-1TP/ 2TP/ 3TP/ 6TP/ 8TP (Touch-Screen Control Panel) 

 Model No.     Description                                       Optional Functions
                                        

MHT-1TP/ 2TP/ 3TP/ 6TP/ 8TP (Touch-Screen Control Panel with Tag Reader) 

MH-2B                PSTN, Rubber Keypad          Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

MH-1TP              IP, Touch Screen

MH-3TP              GSM or 3G + GPRS, Touch Screen       

MH-6TP              PSTN + IP, Touch Screen      

MH-8TP              GSM or 3G + GPRS + IP, Touch Screen               

 

MH-2TP              PSTN, Touch Screen          Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

  MHT-1TP            IP, Touch Screen with Tag Reader

  MHT-3TP            GSM or 3G + GPRS, Touch Screen
                              with Tag Reader       

  MHT-6TP            PSTN + IP, Touch Screen      
                              with Tag Reader

  MHT-8TP            GSM or 3G + GPRS + IP, Touch Screen
                              with Tag Reader               

 

  MHT-2TP            PSTN, Touch Screen with Tag Reader  Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs

Digital and/or Voice Reporting, Two-way voice,
Wired Siren and 2 x PGM outputs
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